
 

 

 
Hog iPC System Restore CD 

 

Creating a CD Image  

The Hog iPC Restore CD download is provided as an .iso file. An .iso file is a single 'disk image' 
file that holds the entire contents of a CD-ROM. To be used, the .iso file must first be extracted 
and burned onto a CD-R/RW disc using the software that came with your CD burner. Note that 
rather than 'copying' these files onto a CD-R or RW, it is necessary to use a CD burning 
program with support for burning .ISO image files directly. 

Flying Pig Systems has tested DeepBurner, Nero, CDRWIN and Alcohol 120% to confirm they 
are capable of burning .iso image files onto CD-R's, and recommend the use of one of these 
programs. 

The following step-by-step guides explain how burn .iso files with DeepBurner, Nero, CDRWIN 
and Alcohol 120%: 

Burning Restore CD using DeepBurner. 

Burning Restore CD using Nero. 

Burning Restore CD using CDRWIN. 

Burning Restore CD using Alcohol 120%. 

http://www.flyingpig.com/support/hog3/downloads/burning/deepburner.shtml
http://www.flyingpig.com/support/hog3/downloads/burning/nero.shtml
http://www.flyingpig.com/support/hog3/downloads/burning/cdrwin.shtml
http://www.flyingpig.com/support/hog3/downloads/burning/alcohol.shtml
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Full restore will erase the hard drive and the partial will not. 

Note: The partial restore process will reinstall the XPe image and the 
Hog PC applications without erasing your show files.

5. The CD will boot to the recovery system and immediately begin drive restoration. The 

process may take anywhere from 10-15 minutes, and will automatically reboot your 

console when finished. 

Do not touch any keys or attempt to interrupt the restore process. If the process 

is interrupted for any reason, simply reboot and return to Step 1 to ensure the Hog iPC 

console is completely restored.

6. Once the system is restored and rebooted, remove the System Restore CD and store in a 

safe place.

CAUTION: The Full restore process will remove ALL 
show files from the Hog iPC hard drive
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Upgrading Application Files and Configuration

Upgrading Applications
The Hog iPC, Hog 3PC and Hog 2PC applications are being upgraded continually and it is likely 

that there is a newer version available of one or more of these applications than exists on your 

system restore CD. You can find the latest versions at the Flying Pig Systems website (http:/

/www.flyingpig.com/support/index.shtml)to compare with what is printed on your 

System Restore CD. See Upgrade Options on page 23 for more information on how to upgrade 

applications on the Hog iPC console. 

Restoring Touchscreen Configuration
Following the completion of the system restore process, use the following steps to restore the 

default Touchscreen Configuration. 

1. Make sure both monitors are plugged into the appropriate VGA ports, and the 
touchscreens are both plugged into USB ports. 

2. The touchscreens will not be active. Use the trackball (or a mouse if you have one 
attached), and navigate to the Config menu in the Hardware section of the Hog iPC 
Configuration Panel. 

3. Press the Detect Touchscreen(s) button. 
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4. After the devices are detected and added, you can select a device and press the  
Calibrate Touchscreen button. A white screen with directions to touch a cross at each 
corner of the screen will appear. After the first touchscreen calibration is completed the 
calibration screen will close. 

The calibration will terminate if no touch is received on the screen within 10 seconds. You can 

also right click on a device in the selection box and select Calibrate to begin the calibration 

routine.

If you notice that the touchscreen touch functions are switched, press the Swap 

Touchscreens button. A dialog box will appear listing the attached touchscreen devices. 

The first two devices 

listed are the Hog iPC 

console touchscreens. 

The third device is an 

optional monitor. 

Select whichever two 

you wish to swap and 

press OK.


